
Sustainable Management 
of Forest Products

Ensuring a reliable supply of wood in 

Paraguay through quality, innovation, 

and sustainable practices.



Property
management
Companies under our
management in Paraguay

Forestal Azul     FSC® C141437

Forestal Apepu    FSC® C157449

Forestal San Pedro   FSC® C169494  FSC® C184280

Forestal Arandu   FSC® C215162

ASUNCIÓN Ciudad del Este

San Estanislao

San Pedro del Ycuamandiyú

Santa Rosa
del Aguaray

About us
Unique Wood Paraguay manages 
more than 20,000 ha of FSC ® 
certified forest plantations in the 
eastern region of Paraguay. With 
more than 20 years of experience 
in the sector, we offer high quality 
and sustainable forest products, 
supported by a team of more 
than 50 local professionals 
committed to excellence.



Our Products

Quality wood logs
Pruned and unpruned logs, ideal for the laminating and sawing industry
Species: Cloned Eucalyptus (urophylla x grandis)
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Classification by quality and diameter

Firewood for Energy Use
High density and excellent thermal perfomance
Species: Cloned Eucalyptus (urophylla x grandis)

TECHNICAL SPECS

Description Cut between 5 and 14 cm into a fine point

Type Shredable wood log



Eucalyptus Wood Veneer
Premium solutions for plywood
Species: Cloned Eucalyptus (urophylla x grandis)

Quality:   A, B, C, D

Thickness:  1,2 a 2,2 mm

Length:   1750 a 2590 mm

Width:   hasta 1850 mm

Humidity:   5–8%

TOLERANCES:

Lenght:    -0 mm / +40 mm

Width:   -0 mm / +40 mm

AVAILABLE MEASURES: 1750, 1800, 1850, 2250, 2300,
2360, 2400, 2460, 2480, 2530, 2570, 2580, 2590 mm

TECHNICAL SPECS

Eucalyptus Sawn Wood for Furniture and Doors
Species: Cloned Eucalyptus (urophylla x grandis)

Quality:  FAS – Millrun

Finish:   Rústico

Drying:  AD y KD 

Humidity:   12–15%

AVAILABLE MEASURES:

Thickness:  25, 38, 50 mm

Width:  75 a 180 mm

Lenght:  1200 a 3000 mm

TECHNICAL SPECS

Eucalyptus Sawn Wood for Packaging
Species: Cloned Eucalyptus (urophylla x grandis)

Quality:  FAS – Millrun

Finish:   Rústico

Drying:  AD y KD

Humidity:   15–30%

AVAILABLE MEASURES:

Thickness:  14, 17, 22, 34, 88 mm

Width:  75 a 125 mm

Lenght:  1000 a 2500 mm

TECHNICAL SPECS



What Sets Us Apart
Plantation Forests: 100% production from sustainably managed 
plantations.

FSC® Certification: Guarantee of responsible and sustainable 
management of forest resources.

Precision Forestry:  We apply selective thinning and technical 
pruning in all our plantations to maximize quality and volume.

Strategic Accessibility:  Proximity to river ports and paved 
roads, optimizing export logistics.

Continuous Production:  Stable and diversified supply of annual 
volumes.

Projected capacity: 
more than 500,000 m³ per year.

Up to 60% of the available
volume corresponds to 
high-quality wood.



Looking for a sustainable
forestry solution?

Contact us to design customized proposals
 together that combine sustainability, 

quality, and efficiency.

comercial@unique-wood.com

unique.wood.py


